
 
 
 
 
 
 
 
 
 
 
 
 

 

 

HDMI Cable (28 AWG - UL STYLE)   Ø mm. 7,2  
 
 
 
 
 
 
 
 
 

 

 
Applications:  
Flexible cable with small external diameter for the 
realization of HDMI patch-cables  for short distances, 
max. 10 meters. 
HDMI (High Definition Multimedia Interface) is a totally 
digital system for the interface of all the HD digital audio 
and video equipments. 
With a single HDMI cable, you can transfer the highest 
digital audio and video quality in any HD format. 
HDMI system allows the connection of all the HD 
equipments, starting from the HD TV, Monitor LCD or 
PLASMA screen and DVD players up to PC or 
Videogames. 
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mm. mt. Type Kg. 

Conductor 
Resistance 

 
 

W/Km ± 5% 

Impedance 
 
 
 

W ± 15% 

Rated 
Voltage 

 
AC 
V. 

TSK 1061   4x2 
 

4x2x0,08 
(28 AWG) 

7x0,127 
 

0,96 
 

 7,2 
 

100 
 

B 
 

8,0 
 

210 
 

100 
 

30 
 

 +1x2 
 

1x2x0,08 
(28 AWG) 

7x0,127 
 

0,70 
 

     210 
 

  

 +5 5x0,08 
(28 AWG) 

7x0,127 
 

0,70 
 

     210 
 

  

       Attenuation db/5 mt  

  
0,3 ÷ 825 

MHz 
0,825 ÷ 2,475 

GHz 
2,475 ÷ 4,125 

GHz 

  < 8 < 21 < 30 

 

UL STYLE 20276 
 

DOUBLE  TOTAL  SHIELD 
I° Total Shield in All/Mylar tape 
covering 100% 
II° Total Shield Braided in O.F.C. 
tinned copper - covering 80% 

 

 Operative Temperature: - 15° / + 80° C. 

        

 
 

 HDMI Connector 
 
 
 
 
 
 
 
 
 
 
 

Max. cable Ø:  mm. 7,3 

 

Soldering type  

tasker�   461 
HDMI connector – Type A 

 
Characteristics: 
 
-Shell: Ergonomic in plastic printed material 
-Appliable Cable Diameter: 
 Max. Ø mm. 7,3 
-Clutches Metal 
-Insulation: Plastic material 
-Inner Contacts: soldering type 
-Colour: Black 
-Packaging: Multiple of 10 pieces 
 

 

              MILAN S.r.l. -   tasker® 
 

SHEATH  IN  FLAME  RETARDANT  
PVC  -  LOW TOXIC  -  UL  VW-1 

RoHS 
Conformity 


